
AUSSTATTUNG

Trockenfrachtaufbau

Hilfsrahmen feuerverzinkt

Heckportal geschweißt & feuerverzinkt

PurAlu (30 mm Alu-Sandwich)

21 mm Holzboden

150 mm Scheuerleisten

1-Reihe Schlitzankerschiene

Vorderwandverstärkung als Palettenanschlag

Ladebordwand PALFINGER mit 1500 kg Hubkraft

IVECO EUROCARGO 140E
DRY

TECHNISCHE DATEN

Außenmaße 7350 x 2550 x 2600 mm

Innenmaße 7285 x 2485 x 2485 mm

zGG  14000 kg

Nutzlast  ca. 7500 kg

Ladevolumen  18 EUR-Paletten, ca. 45 m³

  Sandwichpaneele    
 nutzlastoptimiert

  Ladungssicherung nach Code XL

  Integrierte Zurrpunkte

MACHT’S MÖGLICH

humbaur.com/iaa2018
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MAKES IT HAPPEN

EQUIPMENT

Dry cargo box

Subframe hot-dip galvanised

Rear portal welded & hot-dip galvanised

Sandwich panels with aluminium top layer

21 mm wooden floor

Baseboards 150 mm

1 row e track rail

Front wall protection

Tail lift PALFINGER 1500 kg 

IVECO EUROCARGO 140E
DRY

TECHNICAL DATA

External dimensions 7350 x 2550 x 2600 mm

Internal dimensions 7285 x 2485 x 2485 mm

GVWR  14000 kg

Payload  approx. 7500 kg

Cargo hold  18 pallet spaces, approx. 45 m³

  Lightweight    
 construction PurAlu

  Cargo securing according to   
     Code XL

  Integrated lashing points

humbaur.com/iaa2018
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Important safety information: The vehicle may only be used with express adherence to all road traffic, professional association and load securing regulations. We assume no responsibility for printing or other errors or 
omissions. Subject to change without notice. All dimensions are approximate values and refer to the standard vehicle without accessories. Printed in Germany. Reprint prohibited · Illustrations similar, some trailers show 
special equipment · ATP, Code XL and HACCP certifications only in specific designs · As at: 08/18.
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