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AUSSTATTUNG

Serienzurrsystem Humbaur (8 Zurrpunkte)

JFS-Zurrschienensystem 
für die Sicherung von Rollcontainern

Bär Cargolift Typ: BC 1000 S4

Abrollsicherung für Rollcontainer

Fahrerhaus: Hänsch Nova L BF, 
LED Rundumkennleuchte

Heck: FEIG-Warnbalkensystem 
bestehend aus LED Rundumkennleuchten, 
LED Mehrkammerleuchten, 
LED Arbeitsscheinwerfer, Rückfahrkamera

Pneumatischer Lichtmast mit LED-Scheinwerfern

MAN TGL 10.180 4X2 BB
DRY

TECHNISCHE DATEN

Gesamtmaße 7800 x 2550 x 3300 mm

Innenmaße 3700 x 2450 x 2000 mm

zGG  9000 kg

Nutzlast  ca. 3000 kg

Ladevolumen  ca.18 m³

  Sandwichpaneele   
 nutzlastoptimiert

  Ladungssicherung nach Code XL

  Integrierte Zurrpunkte

MACHT’S MÖGLICH
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MACHT’S MÖGLICH
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MAKES IT HAPPEN
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EQUIPMENT

Standard lashing system by Humbaur 

JFS-lashing system 
for securing the roller containers

Tail lift BÄR, BC 1000 S4

Roll-off safety for roller containers

Driver cab: Hänsch Nova L BF, LED rotating beacon

Rear side: Light bar system by FEIG made 
Of LED rotating beacon, LED multiple chamber lamps,
LED working lights, rear view camera

Pneumatic lighting tower

MAN TGL 10.180 4X2 BB
DRY

TECHNICAL DATA

External dimensions 7800 x 2550 x 3300 mm

Internal dimensions 3700 x 2450 x 2000 mm

GVWR  9000 kg

Payload:  approx. 3000 kg

Cargo hold:  approx. 18 m³
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MAKES IT HAPPEN

  Lightweight    
 construction PurFerro

  Cargo securing according to   
     Code XL

  Integrated lashing points

Important safety information: The vehicle may only be used with express adherence to all road traffic, professional association and load securing regulations. We assume no responsibility for printing or other errors or omissions. Subject to change 
without notice. All dimensions are approximate values and refer to the standard vehicle without accessories. Printed in Germany. Reprint prohibited · Illustrations similar, some trailers show special equipment · ATP, Code XL and HACCP certifications 
only in specific designs · As at: 08/18.
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